
WebReboot® Enterprise
Demonstration Computer

A guide to setting up and performing

demonstrations for the WebReboot Enterprise.
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What is the Demo Computer ?
ÅPortable server running Linux in a see - through, 

illuminated small - form factor chassis.

ÅSelf -contained LCD screen displaying status.

ÅPre-configured with the WebReboot Enterprise 
Advanced Server Card.

ÅCapable of demonstrating:

ïConnection, power status, and temperature monitoring

ïPower reboot, power off, and power on functionality

ïActual server crash and recovery

ïWebReboot Enterprise auto discovery

ïNagios monitoring and integration



Å Demo computer

Å Airnet Broadband Router for DHCP

Å WebReboot Enterprise (24-port)

Å RJ12 External WebReboot Cable

Å Power strip

Å Windows laptop with Auto Discover Utility

Å Power cables

Å 5V DC for WebReboot Enterprise

Å 9V AC for Airnet Broadband Router

Å IEC Standard for Demo Computer

Å Ethernet cables

Å Demo computer (1ô black)

Å WebReboot Enterprise (3ô orange)

Å Laptop computer (7ô black)

What is required ?



Setup Procedure

ÅOverview

ïUnpack all required components

ïConnect Ethernet from router to each device

ïConnect WebReboot to Demo Computer

ïApply power

ÅRouter

ÅWebReboot Enterprise (and turn on front switch)

ÅDemo Computer (and turn on rear switch)

ïTurn on Demo Computer

ïGet WebReboot Enterprise IP

ïLog in and begin demonstration



Setup Procedure

ÅUnpack all required components



Setup Procedure

ÅWire Ethernet from the router to:
ï Demo Computer: 1ft. Black cable

ïWebReboot Enterprise: 3ft. Orange cable

ï Your Laptop: 7ft. Black cable

ï Use any ports except the WAN port on the back of the router.


